DETECTEUR OUVERTURE MAGNETIQUE ALARME CONTACT NF ENCASTRE BLANC 

Le FC80 est prédisposé au raccordement à une centrale d’alarme à l’aide de 4 fils (2 pour le contact, 2 pour l’autoprotection). Le FC80 détecte une ouverture d’environ 15mm. Sortie sur contact de type NF.

Part Description : 

Flush Contact 4-Wire
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Part Code:


C50 = FC80

Customer Part Code:

MM100
Technical Data:

Colour:



White (Brown also available –C50B)

Contact Material:


Rhodium

Voltage Range:


1-100v DC  125v AC Max

Switching Current:

500 mA Max DC  500 mA Max AC

Temp Range:


-40C to 50C

Magnet:



Alnico V

Material:


High Impact Polystyrene

Operating Gap:


15mm

Produced to BS4737: Part 3: Section 3 (1977)

Packaging :

Each unit is packed individually into a polythene bag with fixings .

A Set of 25 Units are then packed into a further polythene bag.
These bags are then packed into a cardboard box (normally 500 units per box).

In accordance with our policy of continual improvement, we reserve the right to adjust specifications at our discretion.

> Options
1 rouleau de 100m de câble 4 fils (réf. 4X022 ou W4XS), 2 fils pour le contact d’alarme, 2 fils pour l’autoprotection 24H/24.
