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Mod. ME-1

Mod. ME-2
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Mod. ME-3
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Mod. ES-4
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VIDÉO ENTRY SYSTEM KIT

Hw-10ac-me-i/15bs-1

Hw-10ac-me-I/15bs-2 Hw-10ac-me-i/15bs-4

INSTALLATION GB INSTRUCTIONS

result in the breakage of the picture tube and the consequent projection of glass fragments; -In the case of breakdown or modification of the apparatus of the system, please contact a specialized maintenance service. Function of terminals

Mod. ME-1

1
+12 V, DC (to camera) 2 GND

3
Audio signal

4
Video signal

5
+15V, DC (output)

6
Electric lock anode Mod. ME-2

1
+12V, DC (to camera) 2 GND

3
Audio signal

4
Video signal

5
+15 V, DC (output)

6
Electric lock anode 7 GND

8
Input voltage from adaptor Mod. ME-3

1
+12V, DC (to camera) 2 GND

3
Audio signal

4
Video signal

A
+15V, DC (output)

B
Electric lock anode Technical parameters .Kinescope: 4" Flat CRT (B/W) or TFT LCD (color)

.Working voltage: 16V, D.C. .Working Current: 700mA max. .Power consumption: 11 W max.

WARNING

FOR THE INSTALLER

These instructions should be attach​ed to the apparatus.

FEATURES Video monitor The wall mounted monitor is with video and secrecy of speech. The monitors are equipped with the following controls (fig. 2A, fig. 2B and fig. 2C).

Mod. ME-1 (fig. 2A)

1. Chime volume control 2. Brightness control

3. Contrast control 4. Monitor button 5. Inter-call button 6. Door release button 7. DC input socket Mod. ME-2 (fig. 2B) 1. Contrast control

2. Brightness control

3. Chime volume control 4. Monitor button

5. Inter-call button

6. Door release button Mod. ME-3 (fig. 2C)

1. Chime volume control 2. Brightness control

3. Monitor button 4. Inter-call button 5. Door release button 6. DC input socket

The three type of monitor can be installed in one system with same entry unit.

WARNING FOR THE USER -Please do not open or tamper the device (high voltage!);

-Please avoid knocking or bum​ping the apparatus as it could

Hw-l0ac-me-i/15bs-3

1--4 Lines
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.Distortion: <5% .Sensitivity: 30mv .Working temperature: 0 °C to +50'C .Ambient humidity: 45%-85% .Dimension:

ME-1: 200x21 5x60mm ME-2: 208x210x75mm ME-3: 200x220x75mm Entry Unit ES-4 (fig. 3)

The unit cornes complete with -Camera;

-Microphone -Loudspeaker; -LEDs for auxiliary lighting; -Key panel lighting module -Two potentiometers for functions:

Entry unit volume control

Monitor volume control

The two potentiometers should be adjusted correspondingly. Function of terminals

+ Input voltage +15V (from monitor)

- GND L+ L-
Electric lock

1
Input door release signal

2
Video signal 3 GND

4
+12V, DC (from monitor)

5
Not defined

6
Audio to room 101

7
Audio to room 102

8
Audio to room 201

9
Audio to room 202 Technical parameters .Working voltage: 12V D.C. .Current demand: 250mA .Video signal system: PAL .Sensor: 1/3" CMOS or CCD .S/N ratio: 45dB

.Horizontal frequency:15,625Hz .Working temperature: -10°Cto +50 °C

Dimension: l 30x222x45mm Front panel: l30x222xl5mm Embedding box: 123x212x34mm

INSTALLATION

Surface mounted monitors --Take out the mounting bracket from the back of the monitor; -Fix the mounting bracket on the wall at an appropriate height (eye level recommended) by screws and screw-anchors supplied;

-Make wiring connection accor​ding to the wiring diagram; -Alter performing wiring, set the monitor on the mounting bracket by the four hooks. and slide it down to make the monitor being locked. (fig. 4A-4C).

Flush mounted entry unit -Using the "L" screwdriver supplied to loosen the fixing screws and remove the front plate from the embedding box (fig. 5);

-Cut a groove on the wall at an appropriate height according to the installation dimension of the embedding box;

-Fit the embedding box into the groove flush with the wall, fix it by four screws anal screw-anchors supplied (fig. 6),

-Performing wiring for the entry unit according to the wiring diagram. Be sure that the wires are ail connected with corresponding terminals;

-Refit the front plate onto the chassis by the two fixing screws (fig. 7),

-Cover the screw-holes on the two ends of the front plate by sticks supplied;

Note. Do not install the device at a place exposed to water dripping, direct sunlight, high moisture, or high temperature (over 50°C); Or subjected to vibration or pounding.
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OPERATION

After performing wiring and installation, check carefully, to be sure all have been done correctly, and then electrify thé device. Adjust thé brightness and chiming volume to be your favorite.

-Visitor presses thé room number button on thé outside entry unit (f g. 8);

-Thé corresponding monitor's speaker sounds a chime tone, and ils screen turns on automatically, announcing that a visitor is at thé door (fig. 9),

-Upon viewing thé visitor's image, you have two choices:

1.You can choose to "not respond" (by not lifting thé handset). The visitor's image will automatically disappear from thé monitor's screen after approximately 30s; 2.You can choose to "respond" by lifting thé handset and talking to thé visitor as if using a telephone (fig. 10);

-Push thé "Door release" button to unlock thé electric lock (fig .l 1), -Press thé "Call button" to call other monitor(s) or handset(s) (including extensions or other units). Extensions and/or other units' monitors will sound a différent call tone, and their screens won't turn on. Under such cases, thé speech is secrecy. You can press "Monitor button" to turn on thé screen, then thé speech is open to thé entry unit (fig. 12); -Press "Monitor button" to see thé circumstance outside thé door at any time, thé monitor shuts down automatically after approximately 30s (fig. 13);

CAUTION

Read carefully thé following instructions that contain important information about thé safe use, installation and maintenance of thé

apparatus.

.Unpack thé appliance and check for damage;

keep potentially hazardous packaging (plastic bags, poly​styrene etc.) out of thé reach of children. Dispose of packaging in compliance with current waster disposal requirements;

.Make sure thé installation version complies with current safety standards.

.The unit must not be exposed to dripping water or spray.

.Before connecting thé apparatus, make sure thé voltage indicated on thé rating plate corresponds to that of thé mains power supply. .This appliance must only be used for thé purpose for which it is intended. Any other use is considered improper and dangerous.

.The manufacturer déclines all responsibility for damage result​ing from improper, incorrect or negligent use.

.Before cleaning or servicing thé appliance, disconnect from thé mains power supply.

.In thé case of breakdown and/or faulty operation, disconnect thé appliance from thé mains power supply. Do not tamper with thé appliance.

.Repairs must only be carried out by a service centre authorized by thé manufacturer.

.Failure to comply with thé above requirements may injure thé safety of thé appliance.

The installer must ensure that appliances arc supplied with user instructions.

.The various units comprising thé installation must only be used for thé purpose for which they are intended.
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WIRING

[image: image13.png]



Note:

1. Table at left corner shows:
a. Maximum cable length (top section) b. Wire's specifications (middle section) c. Wiring strategy (bottom section)

2. Wiring may be différent from model to model, please check carefully.

3. You can install maximum three monitors in one unit by connect terminals correspondingly in parallel.

4. In thé case of long cable between camera and monitor where installation so requires, thé image quality and audio effect may be not satisfactory. Using 75-3 coaxial cable for video signal transfers separately may solve thé problems.

5. The system requests at least 0.5mm2 CAT4 cable, higher standard cable is helpful te, achieve better quality of video and audio effect.

6. Key panel lighting module is powered from video monitor's terminal `'5", or "5", or "A" on monitor model ME-1, or ME-2, or ME-3 respectively. By connecting fifth terminal ("5", or "5", or "a", respectively) on thé monitor with "+" terminal on thé entry unit, key panel lighting function enabled. Be sure thé lighting module is connected with one monitor only. Non-connection of lighting module will not affect other functions of thé system.

7. Maximum cable length is 1 00M between thé camera and monitor.

