ONE CHANNEL WIRELESS CONTROL SET

WITH CODE-HOPPING SECURITY
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R1 + 2 R1T = UMB100H

One channel set with up to 100 metres operating range (433,92 MHz)

A set consists of radio receiver R1 and two miniature key-fob hand transmitters R1T designed for use in radio remote control and keyless entry systems. Both the transmitter (encoder) and the receiver (decoder) use the code-hopping technology. Each transmitted code is unique and long enough to eliminate the threat of code scanning and grabbing.

The system provides highest level of security with encryption keys and code combination programmable but read-protected. The keys can only be verified by the receiver after programming operation. Number of transmitters used in one standard set is limited to 12 with the option of up to 112 transmitters.

The receiver provides fully programmable and isolated from supply voltage NO/NC relay outputs and external beeper/sounder control output S. The relay action may be latched (on/off) or time lapse mode depending on programming made by the user. The signal output (open collector type) is for connecting external signal siren device and delivers two short pulses (two beeps) on relay set and one (one beep) on relay reset. The receiver features built in bicolor LED that provides necessary programming and output status indication in red/green colours.

     The sets are delivered ready to install with pre-programmed hand transmitters and receiver decoder in time lapse output mode of operation with short (approx. 1 sec.) reset time of the relay. Changing the reset time in time lapse mode or changing the mode to latched or learning new transmitter(s), etc. requires performing one or more of the programming steps described in the enclosed instruction.

SPECIFICATIONS

* ASK radio high security code-hopping receiver and two transmitters set,

* two miniature EC standard 433,92 MHz transmitters with batteries included,

* up to 100 metres operation range in open field,

* one channel, one relay with three terminal isolated output NO/NC receiver,

* standard relay output handling up to 125VAC/0,5A or 30VDC/1A,

* receiver relay output fully programmable for time lapse or latched (on/off) action, 

* up to 12 transmitters in standard version or up to 112 transmitters in option,

* in-built bicolor LED for programming and relay action indication,

* practical S terminal delivering one/two beep pulses for connecting external sounders,

* receiver voltage supply is 12VDC/10mA standby or 30mA on relay action.

