SOLAR POWERED WIRELESS SIREN
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SSFS = SG-1100-T

The SG-1100-T = SSFS base pack comprises a solar powered wireless siren & strobe bell box.

An associated Siren Transmitter Module = SSFE is not included in the SSFS.

The Solar Guard power is maintained by an internal sealed Lead-acid rechargeable battery (6V/1Ah ref. 6V1), which is designed to maintain operation for approximately 3 years. The standby current is incredibly small thus allowing the Solar Panel to maintain the battery charge when the siren is activated. In fact, the Solar Panel is so sensitive that it will even top up the battery in very cloudy and overcast weather conditions, and even without top-up the system it will operate without light for up to 60 days.

All electronic components are protected with moisture repellent materials applied during manufacturing process to ensure long, reliable, trouble free operation. Two integral front and rear tamper switches give maximum security to the unit. The Solar Guard is fully protected by a tough polycarbonate UV proof housing (3 minutes).

It is equipped with powerful 115dB twin sirens and a high intensity Xenon strobe - latches for 20 minutes.

The siren duration is selectable from 1 to 8 minutes.

Key Specifications/Special Features:

� Highly sensitive light activated solar panel no connection to mains power required 

� Totally wire-free for quick and easy installation 

� Built-in battery back-up pre-fitted in option 

� 3mm polycarbonate 

� Powerful 115dB twin sirens 

� High intensity Xenon strobe - latches for 20 minutes 

� Front and back anti-tamper 

� Selectable siren duration 

� Back-up: 6V/1Ah Lead-acid rechargeable battery not included

Dimension SSFS = 182x302x85mm, weight 1.22Kg
Dimension SSFE = 35x86x16mm, weight 40gr.

Model selectable for upgrading to control panel based operation - operates with special Tx module unit SSFE to be added.

