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TD-101 Automatic Telephone Dialer (W)
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The TD-101 is an automatic dialing device which can transmit prerecorded information via the telephone line. The dialer can send two different 10 second voice messages (or one 20 second message) to four phone numbers. It can also send two different messages to PAGERS and four digital codes to a monitoring station. The desired type of communication is easily selected during installation. 

The dialer has two trigger inputs. The optional model TD-101W can also be triggered remotely with a wireless remote control. 

There are three levels of operation for the TD-101: standby, user, and installer. Three light emitting diodes on the front of the TD-101 show what level the dialer is in. 

In standby mode the TD-101 waits for an input from either of the trigger inputs or from the built in keypad. At the user level (accessible with User Code) you can enter and delete phone numbers, change the voice messages, change the user code, or test that the TD-101 is functioning properly. Model TD-101 can also "learn" a remote control code in this level. 

At the installer level (accessible with Installer Code) you can modify optional functions of the dialer and enter data for digital communication with a monitoring station. 

All data is stored in the TD-101's EEPROM memory. So disconnecting the power from the dialer will not erase the data. An emergency reset feature can return the dialer to its original factory settings when necessary. The autodialer takes priority on your telephone line. When triggered, it will switch all other devices (phone, fax, PABX) off line. By checking signals on the line (dial, busy or ringing tone) the dialer knows what its next response should be. A built in speaker can be used as an audible monitor of the dialer function. The telephone line is electrically separate from power and trigger inputs. The TD-100 has specially designed circuits to protect your telephone line from lightning strikes. Tamper protection is also provided. 

TD-101 Specifications
operating voltage 

12 VDC (10-14 V) 

Weight 

350gr

Size 

90x130x37mm

current consumption 
stand by 
12 mA max. 


option TD-101W 
15 mA max. 


operating 
100 mA max. 

trigger inputs 
IN1 & IN2 
optocouplers 


option TD-101W 
also wireless 

tamper switch 

1A / 60 V max. 

telephone line 

electrically separated, over voltage protection 

dialing method 

pulse / tone 

phone number Memories 
voice message 
4 x 16 digits (M1-4) 


pager 
2 x 26 digits (M5,6) 


monitoring station 
2 x 16 digits (M7,8) 

phone line signal detection 

dialing, busy or ringing tone 

voice message duration 

2 x 10 or 1 x 20 sec. 

monitoring station protocols ADEMCO, SILENT KNIGHT, SESCOA, FRANKLIN, DCI, VERTEX, RADIONICS 



